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REPUBLIKA HRVATSKA

HEVATSKA KOMOBRA ARHITEKATA
1 INZENJERA U GRADITELISTVLU

Kiasa:
Lirbroj:
Zagreh,

UP{I-211-01/07-01/541
314-02-07-3
24. kolowaza 2007, godine

Ma temelju &anka 24. Fakona o Hrvatskel komori arhitekata | inzenjera U

graditeljstvy (Marodne noving, broj 47/98), a U svezi s Slancima 50. i 52 Zakana o gradnji
{Narodne novine, broj 175/03 | 100/04), redavajuéi po zahtiswu koji je podnio ZELJKO
SAPONJA dipl.ing.grad., SLATINA, M. GUPCA 159, z& upis u Uplsnik ureda za samostaino
ohavijanje posleva picjektiranja ifili strugnog nadzora gradenja Hirvatske komore arhitekata i
infenjera u graditeljstvu, predsjednik Komore donosi

'y
"

RJESENJE
o osnivanju Ureda za samostalne obavijanje poslova
projekliranja 1 strufineg nadzora gradenja
ovisgtenag inZenjera gradevinarstva

U Upisnik ureda za samostalno obavianje poslova prejektiranja ifli struénog
nadzora gradenja Hrvatske komore arhitekala i infenjera U graditeljstvu. upisuje se
Ured za samostaino obevijanje poslova projektiranja | stuénog nadzoma gradenga
oviadtenog inferjera gradevinarstva ZELJKO SAPONJA, dipling.grad., SLATINA,
pod rednim brojam 541, 2 danom upisa 03.09.2007. godine

Ured za samostalno obavijanje posiova projekiirania | strufnog nadzora graden;a
oviadtenng inZenjera gradevinarstva ZELJKO SAPOMJA, dipling.grad., SLATINA,
osniva se danom upiza u Upisnik ureda za samostalne obavijanje poslova
projektirania Vili strucniog nadzors gradenia Hrvatzke komore arhitekata | inZenfera v
graditeljstvu, a 5 radom rapodinge 03.09.2007. godine.

Poslovno sjedifte Ureda za samostaing obaviianie poslova projektirania i sfucnog
nadzora gradenja ovigsStenog nZenjers gradevinarstva ZELJKO  SAPONIA,
dipl.ing grad., j& na adresi SLATINA, MATIJE GUPCA 159.

Ured miora imatl natpisnu plogu koja se postavija pored ulaZa o zgradu o kojgj je
gmjesten wrad. Maziv ureda ispisuje se na nalpisngl plodi Zetverckutnog oblika,
Zlrineg 50 cmi i vising 30 cm, u matenjalu sloksirani aluming sa folijom. Logotip {znak)
Komore tiska se u faliji u dvije boje na svijetlo sivaj podiozi. Tekst natpisne plode
mora biti tiskan u srebmo sivaj boji na antracit podiozi, a tip slova je helvstika,

Komora izdaje nalpisnu plofu, a ZELJKO SAPONJA, dipling.grad. snosi trofak

koridfenja natpisne plode, koji jednokratno upladuje u korist osnownog raéuna
Komaore,

Maticni broj Ureda: BO3TOABT

Sifra dielatnosti Ureda je: 74.20.0 - Arhitekionske dielatnosti | inZenjerstvo te s nfima
povezans fehnidko savietovanje.
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8. Skraceni naziv Ureda je: URED OVLASTENOG INZENJERA GRADEVINARSTVA
SAPONJA ZELJKO

ObrazloZenje

ZELJKO SAPOMNJA, dipling.grad., podnio je Hrvatskoj komor arhitekata | inZenjera u
graditeljstvu akiom od 28.07.2007. godine, Zahtjev za osnivanje Ureda za samostaino
ohavijgnje posltova projekliranja | struénog nadzora gradenia  oviaStenog inZenjera
gradevinarsiva,

Sukladna dlanky 50, Zakona o gradnfi ("Marodne novine", br. 17803 @ 100/04),
oviasleni arhitekt i oviadteni inZenjor mogu obavijati poslove projekliranja i stridnog
nadzora gradenja samostalno u viastitiom wredy, zajednickom uredu, projektantskom drudhi
ili drugoj pravne oscbi registriranoj za tu djslatnost {u dalinjem tekstu: osoba registrirana za
djelatnest projektiranja ¥ili struénog nadzora).

Osoba registirana za dielatnost projektiranja ifili struénog nadzora dufna je u
chavijanju th poslova podtivati odredbe Zakona o gradnji | posebnih zakena, e csiguratl da
chavijanje poslova projektiranja iili struénog nadzora bude v skladu s temeljinim nadelima i
pravilima keoja trebaju postivati oviasteni arhitekli | oviagleni inZenjeri. Osoba registrirana za
dielatnost projektirania odgovorna je da projekt ili dio projekta kojeg je izradila odgovara
propizanim zahtjevima.

U lanku 52, Zakona o gradnji progisane je da oviaSteni arhitekt odnosno oviasteni
inzenjer stjefe pravo na samostaing obavijanie poslova projektiranja ifili struénog nadasra
gradenja upisom o Imenik oviadtenih arhitekata, odnosno Imenike oviaStenih inZenjera
Hrvatske komore arhitekata | inZenjera u graditeljstvu.

Ured za samostaine cbavijanje poslova projektirania Fill struénoeg nadzora gradenia,
osniva & upisom u Upisnik ureda 7a samostaing obavijanje poslova projektiranja ifili
strucnog nadzora gradenja Hrvatske komore arhitekata i infFenjara v graditelistva,

Uvidom u sfuZbeny avidenciju Hreatske komore arhitekata i inZenjera v graditeljstvu
utvrdenc je da je ZELJKG SAPONJA, dipling.grad. upisan u Imenik oviadtenih inZenjera
gradevinarstva Hrvalske komore arhitekata i inZenjera u graditelistvu pod rednim brojem
2032, & danom uplsa 15.10.1998. godine, te je s tog osnova slekao pravo na samostaing
okavijanje posiova projektiranja | struénog nadzora gradenja,

Lred za samostalne cbavijanje poslova projektirania i strufnog nadzora gradenja
avlailency infenjera gradevinarstva, osnovan je upisom u Upisnik ureds za samostaing
cbavljanje poslova projektirania il struénog nadzora gradenja Hrvatske komore arhitekata i
infenjera u graditelistvu, s danom 03.09.2007. godine, pod rednim brojem 541,

Uredu je Driavni zavod za stalistiku dodijelio Matifni broj ureds, U skladu s Odiukem
o sadrZaju i nafinu vodenja registra oviastenih organizaclja.

Uredu je u skiadu 3 Nacionalnom klasifikaciom djelstnosti dodjeliena pripadajuéa
Sifra djelatnost, za samostainu diglatnost arhitekata i inZenjera U graditeljstvu 74.20.0 -
Arhitektonske dielairoshi | inZenferstvo fes hiime povezano fehmicko savietovanis.

Ured fe poslovati pod skradenim nazivor: URED OVIASTENOG INZENJERA
GRADEVINARSTVA SAPONJA ZELJKO, te te se isti upisati u “inZenjersky iskaznicu” |
"medat" koje izdaje Hrvalska komora arhitekata | in2enjera u graditeljstv.
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U Elanku 38. Statuta Hrvatske komare arhitekata i inZenfera u graditeljstvy propisanc
e da ovlagten arhitekti | ovizsteni inZenjer koji poslove projekliranja ifili struénog nadzora
gradenja obavijajy samostaing u viastitom uredu, zajednitkom uredu il projektaniskom
drudtvu, duzni su imati plodu ureda odnosno drustva istaknutu pored ulaza u zgradu U kKojem
j& smjesten ured.

Upravni odbor Komore je temeljem oviadtenja iz Sanka 39, stavka 3. Statuta Komore
propisao obvezaini sadrzaj plode, na sjednicl odriang] 14, lipnia 2007, godine donodeniem
Pravilnika o obliku | sadrZaju natpizne plode oviadtenih arhiteksts | oviadtenih in2enjers.

Time su se stekl uvjeti koji su propisani u toéki 4. dispozitiva ovog riefenja. Trodak
korigtenja natpisne plofe snosi ZELJKO SAPONJA, dipl.ing.grad., koji jednokratne uptadule
iznos od 850,00 kn {slovima: osamstopedeset Kuna) u korist osnovnog ratuna Komore
broj: 2360000-1101366566.

U skladu s clankom 52, stavcima 3. | 4. Zakona o gradnji, "propisano Je da oviasteni
arhitekt, cdnosno oviaStenl inZenfer koji samostalno cbavlja poslove projektiranja Vil sluénog
nadzora gradenja moZe obavijali te poslove pod uvistom da nije u radnom cdnosu | moZe
imati samo jedan ured™.

Wyidom u dostavljenu dokumeniaciju imenovanog, razvidno je da nije u radnom
odnosu | da lzjiavom potvrduje da ée raditi same u Jednom Liredu,

Sukladng svemu prethodne iznesenom, rjedeno je kac u izreci ovoga Rjesenja,

Pouka o pravnom lijeku

Protiv. ovog Rjesenja Zafba nije dopustena, ali se mofe pokrenuti upravni spor
podnodenjern tuibe Upravnem sudu Republike Hrvatske, o roku 30 dana od dana primitka
ovog RieSenia.

Dostaviti;

1. ZELJKO SAPONJA, 33520 SLATINA, M. GUPCA 159

2. Podruéna sluZba HZMO Virovitica, lspostava Siating, Set Julja Bisigera 3,33520 SLATINA
3. HEZO Podruéni ured Virovitica, lspostava Slating, Set Julia Burgera 3,33520 SLATINA

4. Podruéni ured Porezne uprave Slating,Brade Radiéa 7,33520 SLATINA

5. U Zbirku isprava Komare

. Pismobrana Komaore

7. Povrat potvrde o izvrSeng] dostavi uz tocke 1. do 4.



Datom:12. 2018, str. L

Iowestitor: Grad Slatima, Trg sv. Josipa 10, Slatina
Gradevine: Izgradnia kolno-pledadkog mosta preke potoka Cadavica
Lokaciin: Gorn]l Miholjae, dio k.2, 1372/1, dio k.£.1334, dio k. 8. 1322

1 dfo k. 8. 289/19 ¥ o, Gornjl Miholjac
Naziv prodekta ! strukovna odrednica: gradevinskl projakt konstrukeolje; T.D. ZR/18-GF

B.1. Tehnicki opis i primjenjeni propisi
Za potrebe investitora projektiran je armirancbetonski kolno—pj=3acki most.

Hosiva konstrukcija kolno pjeSatkog mosta projeksirana je
ab plofom = gredama racunskog raspona 16.1 m, ©mglobno oslonjena na ab
rertikalne stijens(upornjaci) s krilima{krila upornjaka) .
AR wvertikalne satijene(upornjaci] upestom wvesom oslanjaju == na ab temeljne
trake koje prenose opterecenije kolno—pjeSactkog mosta na temeljno tlo.

Geotehnicki elaborat ne postoji.
Za proracun pretpostavljena je nosivost temeljnog tla za glavna opterscenja
o dop=lT0 kN mZ.

U dogovoru s izvodatem osigurati rjesenja za suzbijanje i kontrolu pukotina.
Beton C30/27

Armatura BS00B

Projektni{proratunski] uporabni vijek gradevine: 100 god.

Projektirana gradevina nalazi se u seizmitkoj zoni s poredbenim vrinim ubrzanjem tla 0.14 g,
| zoni optarefenja snijegom,
| zoni opterecen)a vjetrom.

POPIS PRIMUENIENIH ZAKONA, PROPISA | NORMI

Zakon o pradnji (NN 15313, 20/17)

Zakon o gradevnim proizvodima {MN 76/13, 30/14,130/17)

Zakon o komor arhitekata | komorama inZenjera u graditeljstvu | prostormom uredenju

[NM 78/15)

Zakon o poslovima i djelatnostima prostornog uredenja i gradnje{ NN 78/15)

Pravilnik o kontroli projekata (NN 32/14)

Pravilnik o obveznom sadrZaju i opremanju projekata gradevina (NN &4/14, 41/15 105/15, &1/161
20/17)

Tehnicki propis za gradevinske konstrukdje (MM 17,/17)



URED OVLASTENOG | NZENJERA GRADEVI NARSTVA SAPONJA ZELJKO Dat um 12. 2018. str.

I nvestitor: Grad Slatina, Trg sv. Josipa 10, Slatina
G adevi na: | zgradnj a kol no- pj eSackog nosta preko potoka Cadavica
Lokaci j a: Gornji Mholjac, dio k.¢&. 1372/1, dio k.. 1334, dio k.&. 1322

i dio k.c&. 289/19 k.o. Gornji Mholjac
Naziv projekta i strukovna odrednica: gradevinski projekt konstrukcije; T.D. 22/18-GP

Pr oj ekt ni (proracunski) uporabni vijek gradevine: 100 god.

Gradi vo

Razred izl ozenosti (uvjeti okoliSa) ab konstrukcije: XC4, XF3, XAl
Bet on
Kl asa betona: C 30/37 C 0.2 S2-S3

Naj veca veli ¢i na agregata: Dmax32

¢vrstoca na valjku ... f_ck = 30 MPa
evrstoéa na kocki ... f_c,cub = 37 MPa
srednja vl acna ¢vrsto¢a ... f_ct,m = 2.9 Ma
posm ¢na ¢&vrstoca ... T_Rd = 0.34 MPa
pocetni nodul elasticnosti ... E_cm= 32000 MPa
Armatura

B500B f_yk = 500 MPa, Es = 200000 MPa

ZaStitni sloj armranobetonski h el enenata

Razred izl ozenosti (uvjeti okoliSa na betonsku konstrukciju) konstrukcije: XC4, XF3,
XAl

M erodavna debljina zaStitnih sl ojeva ab konstrukcije prema razredu izl ozenost

- najmanja debljina zaStitnog sloja c¢_nmn =4.0 cm
- povecanje zaStitnog sloja AC = 0.5 cm
- nazivna debljina zaStitnog sloja c_nom=4.5cm




URED OVLASTENOG | NZENJERA GRADEVI NARSTVA SAPONJA ZELJKO Dat um 12. 2018. str.

I nvestitor: Grad Slatina, Trg sv. Josipa 10, Slatina
G adevi na: | zgradnj a kol no- pj eSackog nosta preko potoka Cadavica
Lokaci j a: Gornji Mholjac, dio k.¢&. 1372/1, dio k.. 1334, dio k.&. 1322

i dio k.c&. 289/19 k.o. Gornji Mholjac
Naziv projekta i strukovna odrednica: gradevinski projekt konstrukcije; T.D. 22/18-GP

Konst rukcija kol no- pj eSaékog nost a

ab ploca s gredama - ab ploca h = 20 cm ab grede b/h = 45/ 80 cm
ab vertikal ne stijene(upornjaci) debljine bw = 60 cm

ab krila upornjaka debljine bw = 30 cm

ab teneljne trake(ploce) Sirina / debljina = 250 / 60 cm

D el ovanja na konstrukciju

1. Gavitacijska optereéenja

Opt ereéenj e na pl o&u nost a

g(stal no)

- Vv.t.

- zastor ... 25.0kN/'nB8 x 0.08m = 2.00 kN n2
- izolacija - = 0.10 kN n2
- dodat ak na odstupanje slojeva(izol. i zastor) 40% = 0.84 kN n?

g =v.t. + 2.94 kKN n2

g (korisno)
- kontinuirano opt. = 5.00 kN n?

gl(korisno - izvanredno vozil o na nostu)
- dva osovi nska opterecenja od 40 i 80 kN s razmakom osovina 3.0 m
razmakom kot aca jedne osovine 1.3 mi kvadrati cnim pl ohana kotaca 20x20 cm

Republika Hrvatska
Karta potresnih podrucja

2 . Se| Z m ék OO0 pt er eée nJ e Poredbeno vrsno ubrzanje tla tipa A

s vjerojatnosti premasaja 10 % u 50 godina
(povratno razdoblje 475 godina)
izrazeno u iedinicama eravitaciiskos ubrzania. o

Razred vaznosti gradevine (yl = 1.2)

Proracun teZzina masa za odredi vanje seizm ¢kih sila:
G+ UE i xQ

o =1.0, v2,i =0.6 ... VEIi =92,i x ¢ =0.6

Por edbeno vr&no ubrzanje tla tipa A agR = 0.14 x g
M erodavno horizontal no ubrzanje ag = agR x vl

Razred duktilnosti DC ,M
Fakt or ponaSanj a: g = 3.00




URED OVLASTENOG | NZENJERA GRADEVI NARSTVA SAPONJA ZELJKO Dat um 12. 2018. str.

I nvestitor: Grad Slatina, Trg sv. Josipa 10, Slatina
G adevi na: | zgradnj a kol no- pj eSackog nosta preko potoka Cadavica
Lokaci j a: Gornji Mholjac, dio k.¢&. 1372/1, dio k.. 1334, dio k.&. 1322

i dio k.c&. 289/19 k.o. Gornji Mholjac
Naziv projekta i strukovna odrednica: gradevinski projekt konstrukcije; T.D. 22/18-GP

Zi dovi srednje duktilnosti ,M razreda
Csi gur anj e nj esne duktil nost ab zi dova

Naj manj a debljina zida: bwo = max (150mm hs/20)

rubna armatura zidova uzduz duljine Ic = max(0. 15xIw; 1.5xbw)

- najmanj a rubna uzduzna armatura Ac=l cxbw pmn = 0.5%

- rubnu uzduznu armaturu obuhvatiti poprecnom armaturom(vilice dbw > 8mm))
na razmaku sw = m n(25xdbh, 250nm)

arnmatura hrpta
Naj manja armatura u hrptu zida ph,mn = pv,nmn = 0.002

bw - debljina rubnog el enenta
bwo — debljina hrpta
Iw — duljina zida

3. Horizontalni pritisak tla
( proraé&un upornjaka )
Usvaj ano pret postavljene paranetre teneljnog tla:

specificna tezina tla v = 19.00 kN n8
kut unutraSnjeg trenja tla o_ef = 27.00°
koehezija c_ef = 6.0 kPa




URED OVLASTENOG | NZENJERA GRADEVI NARSTVA SAPONJA ZELJKO

Dat um 12. 2018.

1322

I nvestitor: Grad Slatina, Trg sv. Josipa 10, Slatina

Gradevi na: | zgradnj a kol no- pj eSackog nosta preko potoka Cadavica

Lokaci j a: CGornji Mholjac, dio k.. 1372/1, dio k.¢&. 1334, dio k.¢.
i dio k.¢&. 289/19 k.o. Gornji Mholjac

Naziv projekta i strukovna odrednica: gradevinski

proj ekt konstrukcije; T.D. 22/18-GP

str.

yi}

ab plo&a s gredama - ab ploéa h = 20 cm ab grede b/h

=45 / 80 cm

g opt.




URED OVLASTENOG | NZENJERA GRADEVI NARSTVA SAPONJA ZELJKO

Dat um 12. 2018.

I nvestitor: Grad Slatina, Trg sv. Josipa 10, Slatina

Gradevi na: | zgradnj a kol no- pj eSackog nosta preko potoka Cadavica

Lokaci j a: Gornji Mholjac, dio k.¢&. 1372/1, dio k.¢&. 1334, dio k.&. 1322
i dio k.¢&. 289/19 k.o. Gornji Mholjac

Naziv projekta i strukovna odrednica: gradevinski projekt konstrukcije;

T.D. 22/18-GP

str.

5

gl opt.

Load cases
Name Description Action type LoadGroup Direction Duration Master load
case
Spec Load type
vt Permanent LG1 -Z
Self weight
g Permanent LG1
Standard
q Variable LG3 Medium None
Standard Static
ql Variable LG3 Medium None
Standard Static
Load groups
INET[E] Load Relation Type
LG1 Permanent
LG2 Variable Exclusive | Cat C : Congregation
*LG3 Variable Exclusive | Cat G : Vehicle >30kN
Combinations
Name Description Type Load cases Coeff.
[-1
uLs EN-ULS (STR/GEO) Set B | vt 1.00
g 1.00
q 1.00
gl 1.00
SLS EN-SLS Characteristic vt 1.00
g 1.00
q 1.00
gl 1.00
ULS1 Linear - ultimate vt 1.35
g 1.35
ULS2 Linear - ultimate vt 1.00
g 1.00
ULS3 Linear - ultimate vt 1.35
g 1.35
q 1.50
uLs4 Linear - ultimate vt 1.35
g 1.35
gl 1.50
ULS5 Linear - ultimate vt 1.00
g 1.00




URED OVLASTENOG | NZENJERA GRADEVI NARSTVA SAPONJA ZELJKO

I nvestitor: Grad Slatina, Trg sv. Josipa 10, Slatina

G adevi na: | zgradnj a kol no- pj eSackog nosta preko potoka Cadavica

Lokaci j a: Gornji Mholjac, dio k.¢&. 1372/1, dio k.. 1334, dio k.¢
i dio k.¢&. 289/19 k.o. Gornji Mholjac

Naziv projekta i strukovna odrednica: gradevinski projekt konstrukcije;

Dat um 12. 2018.

¢. 1322

T.D. 22/18-GP

str.

6

Name Description Type Load cases Coeff.
[-1
q 1.50
ULS6 Linear - ultimate vt 1.00
g 1.00
gl 1.50
SLS1 Linear - serviceability vt 1.00
g 1.00
SLS2 Linear - serviceability vt 1.00
g 1.00
q 1.00
SLS3 Linear - serviceability vt 1.00
g 1.00
gl 1.00

ab grede b/h = 45/ 80 cm

ULS




URED OVLASTENOG | NZENJERA GRADEVI NARSTVA SAPONJA ZELJKO

I nvestitor: Grad Slatina, Trg sv. Josipa 10, Slatina

G adevi na: | zgradnj a kol no- pj eSackog nosta preko potoka Cadavica

Lokaci j a: Gornji Mholjac, dio k.¢&. 1372/1, dio k.. 1334, dio k.¢
i dio k.c&. 289/19 k.o. Gornji Mholjac

Naziv projekta i strukovna odrednica: gradevinski projekt konstrukcije;

Dat um 12. 2018

1322

T.D. 22/18-GP

str.

v

N (kN)

SLS

uz (mm - elasticna deformacija

uz max = 29.1 mm < 64.4 mm

uz_dop = 16100 / 250 =




URED OVLASTENOG | NZENJERA GRADEVI NARSTVA SAPONJA ZELJKO

I nvestitor: Grad Slatina, Trg sv. Josipa 10, Slatina

G adevi na: | zgradnj a kol no- pj eSackog nosta preko potoka Cadavica

Lokaci j a: Gornji Mholjac, dio k.¢&. 1372/1, dio k.. 1334, dio k.¢
i dio k.c&. 289/19 k.o. Gornji Mholjac

Naziv projekta i strukovna odrednica: gradevinski projekt konstru

Dat um 12. 2018

1322

kcije, T.D. 22/18-GP

str.

Potrebna armatura — donja zona: A sz reqg- (mmR)

(mme)

Potrebna armatura — gornja zona: A sz _req+
<

372 mm

Do
"JN 372 mm ™2

Potrebna armatura — poprecna arnmatura: A swmreq

(mme/m

/ [633mm2/m



URED OVLASTENOG | NZENJERA GRADPEVI NARSTVA SAPONJA ZELJKO Dat um 12. 2018. str. 9
I nvestitor: Grad Slatina, Trg sv. Josipa 10, Slatina
G adevi na: | zgradnj a kol no- pj eSackog nosta preko potoka Cadavica
Lokaci j a: Gornji Mholjac, dio k.¢&. 1372/1, dio k.. 1334, dio k.&. 1322
i dio k.¢&. 289/19 k.o. Gornji Mholjac
Naziv projekta i strukovna odrednica: gradevinski projekt konstrukcije; T.D. 22/18-GP
ab ploga h = 20 cm
ULS
nl- max (kNm m
1 4 6 13 14 26 26 14 12 8 6 5
z2 4 7 13 15 30 31 14 12 7 5
E@Z 4 B 13 14 27 28 14 12 7 4 1
2 4 @ 13 14 27 28 14 12 74 1
L2 4 7 13 15 30 N 14 12 7 5
1 \;l & 13 14 26 26 14 12 8 6 5
n2- max (kNnf m
-2-10 1 2 2 2 3 1
1 2 6 6 7 7 16 18 7 6 8 5 5 1
@—0 o 1 5 6 7 & 5 z 0 -
-0¢c 1 2 5 6 7 6 & 2z 0 -1
L1 2 5 6 & 7 7 16 16 7 6 6 5 5 1
-2=-10 1 2 2 2 1
A
nl-max (kN m
67 34125018 1319 53| 1 |-0|-3|-4|-4|-4|-4|-4|-3|=-2|-1| 1| 7 15|22 31 N 166
19| 6 |—-1|-4|-5|-6|-7|-8|-8|-8§|-9|-9|-9|-9|-9-10-10-10-10 -9|-9|-9|-2|-9|-92|-9|-8|-1|18 200
E@ 79|36(15| 4 |-1|-3|-5|-7|-7|-8 —-8|-9|-9|-9-10-10-10-10-10-10-10-10-10-10-10-10-8| 3 | 38 192
79|36(15| 4 |-1|-3|-5|-7/-7 -8/ -8 -9/-9|-9-10-10-10-10-10-10-10-10-10-10-10—-10 -8 38 192
i 19| 6 |—-1|—-4|-5|-6/-7|—-8§ —-8&|—-8§ -9|-9(-9|-9|-9~-10-10—-10-10-9|-9|-9|-9|-9|-9 —-9|-8|—-1]|18 200
10 87 3412501813 9| 5|3 1 |-0|-3|-4|-4|-4|-4|-4|-3|-2|-1| 1|7 15|22 31 a1 166




URED OVLASTENOG | NZENJERA GRADEVI NARSTVA SAPONJA ZELJKO

I nvestitor:
Gradevi na:
Lokaci j a:

Grad Slatina, Trg sv. Josipa 10, S
Gornji Mholjac, dio k.¢
i dio k.c&. 289/19 k.o. Gornji M ho
Naziv projekta i strukovna odrednica: gradevinsk

atina

| zgradnj a kol no- pj eSackog nosta preko potoka Cadavica
1372/ 1, dio k.. 1334, dio k.¢

jac

proj ekt konstrukcij e;

Dat um 12. 2018.

1322

T.D. 22/18-GP

str.
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n2-mn (kN m

— 184 |- 285 =717 (=813 | —904 |- 988 - 1068- 11401208 1263-1317-13

62— 1385-1400- 138513561319

—127

—1224-1156- 107983

—A86

—788

- 162

=30 | -199 —7BZ|-B7T[-965 = 1119—1186- 124 6— 129613

3H-13B3—1371— 1362 1337- 1299

—1252

—1193- 1122 —945

—&d1

=730

-193

=181 |- 285 —FEY -882 [ -0988 1045 -1121-1187—-1247-1300-13

4+5-1378-1386-1367-1336- 1294

—1253

— 1158~ 1127) —943

—838

Sk

-2z

=103

=181 |-265 —7B9| -88% 968 1045 -1121-1187- 1247-1300-13

+5—-1378- 13861367~ 13361255

- 1253

—1188- 1127 —943

—-838

=723

-222

=128

-3 -193 —7BZ|-B77|-965 =119 - 11861248 1288-13

38— 1363-1371- 13682-1337-1284

—1252

- 1193- 1122 —a45

—-&41

=730

-1az

184 | —Z25 =717

— 904 | -9 |- 10EH—- 1140-1206- 1265131713

BZ— 13951402 1385 1356~ 1319

—127E

— 1228 1156— 107§ — 953

—336

—7B8

—1B2

Potrebna armatura — donja zona snjer 1:

Asl- (m2/m

41/241/200200200200[200200(200200/200200200200/200

200[200200200200200

200200200200200

200

200

200

200

241

241

241200200200200200200200200200200200200200200

200[200200200200200

200200200200200
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200

200

200

200

241

41200200200200200200200200200200200200200200

2001200 200200200200

200200(200200200

200

200

200

200

200

241

41/200200200200200200200200 200/200200200200/200

200[2002G0 200200200

200200200200200

200

200

200

200

200

241
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200

241
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200
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200

200

241

241

Potrebna armatura — donja zona snjer 2:

As2- (mm2/m

411241 241/241241(241\1241|241(241(241|241/241241|2411241

241\241|241(241(241|241

241241(241241|241

241

241

241

295

382
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Potrebna armatura — gornja zona snjer 1:

Asl+ (mm2/ )
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URED OVLASTENOG | NZENJERA GRADEVI NARSTVA SAPONJA ZELJKO Datum 12.2018. str. 11

I nvestitor: Grad Slatina, Trg sv. Josipa 10, Slatina
G adevi na: | zgradnj a kol no- pj eSackog nosta preko potoka Cadavica
Lokaci j a: Gornji Mholjac, dio k.¢&. 1372/1, dio k.. 1334, dio k.&. 1322

i dio k.c&. 289/19 k.o. Gornji Mholjac
Naziv projekta i strukovna odrednica: gradevinski projekt konstrukcije; T.D. 22/18-GP

Potrebna armatura — gornja zona snjer 2: As2+ (m2/ nm

¥ 0|0 |0 c 0
|00 |O0|0C|O0 OC|O|C ¢c|O0 0|O0|CG|O|CG|O|0|O
oO|lc|(0 0|00 cClol/0|Q0|C|0 O 319
ke O|Cc|0 0|00 cjojojQajCc|O0|0 39
c|o/o0|0|Cc|0 C|O|0 c|o c|0o|Cc|O|CG|O |00
! D|0|0 o 0
SLS

Lezajne reakcije Rx, Ry, Rz (kN




URED OVLASTENOG | NZENJERA GRADEVI NARSTVA SAPONJA ZELJKO Datum 12.2018. str. 12
I nvestitor: Grad Slatina, Trg sv. Josipa 10, Slatina
G adevi na: | zgradnj a kol no- pj eSackog nosta preko potoka Cadavica
Lokaci j a: Gornji Mholjac, dio k.¢&. 1372/1, dio k.. 1334, dio k.&. 1322
i dio k.c&. 289/19 k.o. Gornji Mholjac
Naziv projekta i strukovna odrednica: gradevinski projekt konstrukcije; T.D. 22/18-GP
ab vertikal ne stijene(upornjaci) debljine bw= 60 cm
ab krila upornjaka debljine bw = 30 cm
ab teneljne trake(pl oge) Sirina / debljina = 250 / 60 cm
Konacni sust av 537.00
Opt.: stalna, korisna™i seizm cka
0.p0 0.30
o oin
Are— I —4
0.20
= | 0.90
/ uiu
0.30 N
2.80 1:0.00
3.50
2.00
|
<\,|—JD'1‘?DD Horizontal seismic coeffident :  ky = 0.1700
|
+z |
|
A '41?
[ 040 | 2.55 f
A Gl
0.60 Tlo
Unit weight ; r =
Stress-state effective
L 0.50 | 060 | 1.40 Angle of internal friction : Tef =
i " 2.50 Cohesion of soil : Cof =
Angle of friction struc,-soil : § =
Soil : cohesionless
Saturated unit weight : Yot =
|
|
3.56 13.00
-
0.30 |
|

F—

2.50 |




URED OVLASTENOG | NZENJERA GRADEVI NARSTVA SAPONJA ZELJKO Datum 12.2018. str. 13

I nvestitor: Grad Slatina, Trg sv. Josipa 10, Slatina
G adevi na: | zgradnj a kol no- pj eSackog nosta preko potoka Cadavica
Lokaci j a: Gornji Mholjac, dio k.¢&. 1372/1, dio k.. 1334, dio k.&. 1322

i dio k.¢&. 289/19 k.o. Gornji Mholjac
Naziv projekta i strukovna odrednica: gradevinski projekt konstrukcije; T.D. 22/18-GP

179.00
Abutment check
Check for overturning stability
o Resisting moment Mgz = 355.98 kMNm/m
Overturning moment Mayr = 61,93 kNm/m
Safety factor = 5.75 = 1.50
Wall for overturning is SATISFACTORY
Check for slip
Resisting horizontal force Hyee = 164.66 kN/m
Active horizontal force  Hag = 42,37 kNjm
3.50 76. safety fa:_:tqr =3.8% =1 EU__
Wall for slip is SATISFACTORY
Forces acting at the centre of footing bottom
COverall moment M = &1.05 kMNm/m
Mormal force W = 300.09 kM/m
Shear force Q = 42.37 kNjm
Overall chedk - ABUTMENT is SATISFACTORY
| 0.40 | 2.55 L
! ' y Opt. priizvedbi
-
Abutment check
0.60 Check for overturning stability
2.50 Resisting moment  Mpes = 235.31 kiNmjm
QOverturning moment Mgyy = 61.93 kNmj/m
Safety factor = 3.80 > 1.50
Wall for overturning is SATISFACTORY
Check for slip
Resisting horizontal force Hees = 89.99 kNjm
4z Active haorizontal force  Hzq = 42,37 kN/m
Safety factor = 2,12 > 1.50
wall for slip is SATISFACTORY
Forces acting at the centre of footing bottom
Overall moment M = 13,17 kNm/m
Mormal force M = 148,25 kN/m
T Shear force Q = 42,37 kNjm
Overall ched: - ABUTMENT is SATISFACTORY
0.0
3.50

Bearing capacity of foundation soil check
<:: Eccentricity verification

Max. eccentricty of normal force e 270.1 mm
Maximum allowable eccentricdty ez, = 825.0 mm

Eccentricity of the normal force is SATISFACTORY

| 0.40 | 2. Footing bottom bearing capacity verification
Max. stress at footing bottom o = 153.12 kPa

Bearing capacity of foundation soil Rg = 170.00 kPa

n
4]

é.

Safety factor = 1,11 = 1.00
AR Bearing capadity of foundation soil is SATISFACTORY

Owerall verification - bearing capadty of found. soil is SATISFACTORY

153,12
153.12



URED OVLASTENOG | NZENJERA GRADPEVI NARSTVA SAPONJA ZELJKO
Josipa 10, Slatina
| zgradnj a kol no- pj eSackog nosta preko potoka Cadavica
dio k.¢c.
Gor nj i

Datum 12.2018. str. 14

1372/ 1, dio k.¢.1334, dio k.c¢.
M hol j ac
proj ekt konstrukcij e;

1322

T.D. 22/18-GP

I nvestitor: Grad Slatina, Trg sv.
G adevi na:
Lokaci j a: Gornji M holjac,

i dio k.. 289/19 k.o.
Naziv projekta i strukovna odrednica: gradevinski

179.00
30.87
4243 | =—8.08
7.21

Dimensioning of abutment stem - input data:
Construction joint is designed from steel-reinforced concrete; design width 1m

Bar diameter = 14.0 mm
Mumber of bars = 7
Reinforcement cover = 50.0 mm

Internal forces : M = -22.40 kNmjm; N = -255.91 kN/m; Q = 24.15 kMN/m
Cross-section depth h = 0.60 m

Dimensioning of abutment stem - results:
0.18 % =
0.42 m

677434 KN/m > -255.91 kN/m

Reinforcementratio p =
Position of neutral axis x
Lltimate normal force  Mpd

0.15% = Pmin

MEd

3.50
Iltimate moment Mpd = 59291 kNm/m > -22.40 kNm/m = Mgg
Cross-section is SATISFACTORY.
Bt Eri izvedbi
Dimensioning of abutment stem - input data:
Construction jeint is designed from steel-reinforced concrete; design width 1m.
L o4 | 2.55
A f Bar diameter = 14.0 mm
Mumber of bars = 7
Reinforcement cover = 50.0 mm
0.0 Internal forces : M = -22.40 kNmm; N = -75.91 kN/m; Q = 24,15 kNfm
2.30 Cross-section depth h = 0.60m
Dimensioning of abutment stem - results:
+7 Reinforcement ratio p = 0,13 % = 0,15 % = Dmin
Position of neutral axis x = = 0.02 m
Ultimate normal force Mpg = -280.67 kN/m > -76.91 kNfm = Ngg
Ultimate moment Mpg = BL74 kNmjm = -22.40 kNm/m = Mgg
Cross-section is SATISFACTORY.
179.00
G0.940
3.50 76.9
Dimensioning of abutment front key - input data:
Construction joint is designed from steelreinforced concrete; design width 1m.
13.0
Bar diameter = 14.0 mm
Mumber of bars = 7
Reinforcement cover = 50.0 mm
| 0.40 | 55 Internal forces : M = 0,00 kMm/m; N = 0,00 kM/m; Q =91.14 kN/m
& U Cross-section depth h = 0.60 m
- Dimensioning of abutment front key - results:
iR \Tmmﬁ Reinforcementrato p = 0.20 % = 0,15 % = Dmin
SEl n timate moment  Mpd = 248.91 kNmjm = 0.00 kMmfm = Mg4

107 aa
T3

+Z

42;

Cross-section is SATISFACTORY.
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Dat um 12. 2018.

I nvestitor: Grad Slatina, Trg sv. Josipa 10, Slatina

G adevi na: | zgradnj a kol no- pj eSackog nosta preko potoka Cadavica

Lokaci j a: Gornji Mholjac, dio k.¢&. 1372/1, dio k.. 1334, dio k.&. 1322
i dio k.c&. 289/19 k.o. Gornji Mholjac

Naziv projekta i strukovna odrednica: gradevinski projekt konstrukcije;

T.D. 22/18-GP

str.
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Qgr ada

Celi k(celi ¢na konstrukcija)

Profili kvalitete celika S235
Limovi kvalitete celika S235
Vijci klase 10.9, 5.6(anker vijci), Varovi kvalitete II

Anti korozivna zaStita
Razred korozivne izl ozenosti CA4.
Traj nost sustava antikorozivne zaStite visoka.

Qgrada - vertikalni i horizontal ni nosa& CHS88. 9/ 3. 2,

&el i k S235(hl adno obl i kovani)

. jednoliko horiz. na ogradu (rukohvat)

= 1.00 KNm
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str.

Dat um 12. 2018.
1322
T.D. 22/18-GP

é.

dio k.

dio k. ¢&. 1334,
proj ekt konstrukcij e;

Sl ati na
M hol j ac

| zgradnj a kol no- pj eSackog nosta preko potoka Cadavica
1372/ 1,

.
Gor nj i

Trg sv. Josipa 10,
dio k.
289/19 k.o.

C.

M hol j ac,

dio k.
strukovna odredni ca: gradevi nski

Grad Slatina,

Gor nj i

URED OVLASTENOG | NZENJERA GRADEVI NARSTVA SAPONJA ZELJKO
ULS

I nvestitor:
Naziv projekta i

Gr adevi na:
Lokaci j a:
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URED OVLASTENOG | NZENJERA GRADEVI NARSTVA SAPONJA ZELJKO Dat um 12. 2018.
I nvestitor: Grad Slatina, Trg sv. Josipa 10, Slatina

G adevi na: | zgradnj a kol no- pj eSackog nosta preko potoka Cadavica

Lokaci j a: Gornji Mholjac, dio k.¢&. 1372/1, dio k.. 1334, dio k.&. 1322

i dio k.c&. 289/19 k.o. Gornji Mholjac
Naziv projekta i strukovna odrednica: gradevinski projekt konstrukcije; T.D. 22/18-GP

str.
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Kontrol a naprezanja i stabil nosti

koeficijenti iskoristivosti (ULS)

Check of steel

Linear calculation, Extreme : Global
Selection : B9
Combinations : ULS

EN 1993-1-1 Code Check
National annex: Standard EN

Member B9 [1.050 m [CcHS88.9/3.2 [s235 [uLs/i [0.42- |

Note: EN 1993-1-3 article 1.1(3) specifies that this part does not apply to cold formed CHS and RHS sections.
The default EN 1993-1-1 code check is executed instead of the EN 1993-1-3 code check.

Partial safety factors
Gamma MO for resistance of cross-sections 1.00

Gamma M1 for resistance to instability 1.00
Gamma M2 for resistance of net sections 1.25
Material

Yield strength fy 235.0 MPa
Ultimate strength fu | 360.0 MPa
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I nvestitor: Grad Slatina, Trg sv. Josipa 10, Slatina

G adevi na: | zgradnj a kol no- pj eSackog nosta preko potoka Cadavica

Lokaci j a: Gornji Mholjac, dio k.¢&. 1372/1, dio k.. 1334, dio k.&. 1322
i dio k.c&. 289/19 k.o. Gornji Mholjac

Naziv projekta i strukovna odrednica: gradevinski projekt konstrukcije; T.D. 22/18-GP

Material
Fabrication

| Cold formed |

Classification for cross-section design
According to EN 1993-1-1 article 5.5.2
Classification for Tubular Sections
According to EN 1993-1-1 Table 5.2 Sheet 3

Maximum width-to-thickness ratio 27.78
Class 1 Limit 50.00
Class 2 Limit 70.00
Class 3 Limit 90.00

=> Section classified as Class 1 for cross-section design

The critical check is on position 0.000 m

Internal forces |Calculated |[Unit
N,Ed -0.48 kN
Vy,Ed 2.15 kN
Vz,Ed 0.00 kN
T,Ed 0.00 kNm
My,Ed 0.00 kNm
Mz,Ed -2.25 kNm

Compression check
According to EN 1993-1-1 article 6.2.4 and formula (6.9)

A 8.6200e-04 |m?
Nc,Rd 202.57 kN
Unity check | 0.00 -

Bending moment check for Mz
According to EN 1993-1-1 article 6.2.5 and formula (6.12),(6.13)

Wpl,z 2.3143e-05 |m®
Mpl,z,Rd 5.44 kNm
Unity check [0.41 -

Shear check for Vy
According to EN 1993-1-1 article 6.2.6 and formula (6.17)

Eta 1.20
Av 5.4877e-04 |m?
vpl,y,Rd 74.46 kN
Unity check |0.03 -

Combined bending, axial force and shear force check
According to EN 1993-1-1 article 6.2.9.1 and formula (6.31)

M,resultant  |2.25 |kNm
V,resultant 2.15 |kN
MN,Rd 5.44 |kNm
Unity check |0.41 |-

Note: The resultant internal forces are used for CHS sections.
Note: Since the shear forces are less than half the plastic shear resistances their effect on the moment
resistances is neglected.
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I nvestitor: Grad Slatina, Trg sv. Josipa 10, Slatina

G adevi na: | zgradnj a kol no- pj eSackog nosta preko potoka Cadavica

Lokaci j a: Gornji Mholjac, dio k.¢&. 1372/1, dio k.. 1334, dio k.&. 1322
i dio k.c&. 289/19 k.o. Gornji Mholjac

Naziv projekta i strukovna odrednica: gradevinski projekt konstrukcije; T.D. 22/18-GP

The member satisfies the section check.

Classification for member buckling design
Decisive position for stability classification: 0.000 m
Classification for Tubular Sections

According to EN 1993-1-1 Table 5.2 Sheet 3

Maximum width-to-thickness ratio 27.78
Class 1 Limit 50.00
Class 2 Limit 70.00
Class 3 Limit 90.00

=> Section classified as Class 1 for member buckling design

Flexural Buckling check
According to EN 1993-1-1 article 6.3.1.1 and formula (6.46)

Buckling parameters vy 72z

Sway type sway non-sway
System length L 0.350 1.050 m
Buckling factor k 1.46 0.70

Buckling length Lcr 0.513 0.735 m
Critical Euler load Ncr 6248.98 |3038.57 kN
Slenderness Lambda 16.91 24.25

Relative slenderness Lambda,rel 0.18 0.26

Limit slenderness Lambda,rel,0 0.20 0.20

Note: The slenderness or compression force is such that Flexural Buckling effects may be ignored
according to EN 1993-1-1 article 6.3.1.2(4).

Torsional(-Flexural) Buckling check
According to EN 1993-1-1 article 6.3.1.1 and formula (6.46)
Note: The cross-section concerns a CHS section which is not susceptible to Torsional(-Flexural) Buckling.

Bending and axial compression check
According to EN 1993-1-1 article 6.3.3 and formula (6.61),(6.62)

Bending and axial compression check parameters

Interaction method alternative method 1
Cross-section area A 8.6200e-04 m?
Cross-section plastic modulus Wpl,z 2.3143e-05 m?
Design compression force N,Ed 0.48 kN
Design bending moment (maximum) My,Ed 0.00 kNm
Design bending moment (maximum) Mz,Ed -2.25 kNm
Characteristic compression resistance N,Rk 202.57 kN
Characteristic moment resistance Mz,Rk 5.44 kNm
Reduction factor Chi,y 1.00

Reduction factor Chi,z 1.00

Reduction factor Chi,LT 1.00

Interaction factor k,yz 0.60

Interaction factor k,zz 1.00

Maximum moment My,Ed is derived from beam B9 position 0.000 m.
Maximum moment Mz,Ed is derived from beam B9 position 0.000 m.

Interaction method 1 parameters

Critical Euler load N,cr,y 6248.98 kN
Critical Euler load N,cr,z 3038.57 kN
Elastic critical load N,cr, T 69447.26 kN




URED OVLASTENOG | NZENJERA GRADEVI NARSTVA SAPONJA ZELJKO

Dat um 12. 2018.

I nvestitor: Grad Slatina, Trg sv. Josipa 10, Slatina

G adevi na: | zgradnj a kol no- pj eSackog nosta preko potoka Cadavica

Lokaci j a: Gornji Mholjac, dio k.¢&. 1372/1, dio k.. 1334, dio k.&. 1322
i dio k.c&. 289/19 k.o. Gornji Mholjac

Naziv projekta i strukovna odrednica: gradevinski projekt konstrukcije;

T.D. 22/18-GP

str.

20

Interaction method 1 parameters
Cross-section plastic modulus Wpl,y 2.3143e-05 m?
Cross-section elastic modulus Wel,y 1.7800e-05 m?
Cross-section plastic modulus Wpl,z 2.3143e-05 m?
Cross-section elastic modulus Wel,z 1.7800e-05 m®
Second moment of area ly 7.9200e-07 m*
Second moment of area |z 7.9200e-07 m*
Torsional constant It 1.5800e-06 m*
Method for equivalent moment factor C,mz,0 Table A.2 Line 2 (General)

Design bending moment (maximum) Mz,Ed -2.25 kNm
Maximum relative deflection delta,y 0.9 mm
Equivalent moment factor C,mz,0 1.00

Factor mu,y 1.00

Factor mu,z 1.00

Factor a,LT 0.00
Critical moment for uniform bending Mcr,0 435.90 kNm
Relative slenderness Lambda,rel,0 0.11

Equivalent moment factor C,mz 1.00

Factor ¢, LT 0.00

Factor e,LT 0.00

Factor w,y 1.30

Factor w,z 1.30

Factor n,pl 0.00

Maximum relative slenderness Lambda,rel,max 0.26

Factor C,yz 1.00

Factor C,zz 1.00

Unity check (6.61) = 0.00 + 0.00 + 0.25 = 0.25 -
Unity check (6.62) = 0.00 + 0.00 + 0.41 = 0.42 -

The member satisfies the stability check.

SLS

El asti ¢na defornaci ja nosaca (nm)

uy (mm

uy_dop = 2288/500 = 4.5 nm > uy_max = 3.4 nmm




URED OVLASTENOG INZENJERA GRAPEVINARSTVA SAPONJA ZELJKO, Slatina, M. Gupca 159

INVESTITOR: Grad Slatina, Trg sv. Josipa 10, Slatina }
GRADEVINA: Izgradnja kolno-pjeSackog mosta preko potoka Cadavica
LOKACIJA: Gornji Miholjac, dio k.¢. 1372/1, dio k.€.1334, dio k.¢. 1322, dio k.¢. 289/19

k.o. Gornji Miholjac
FAZA PROJEKTA: lzvedbeni projekt
BROJ PROJEKTA: 22/18-IP

ARMIRANO_.BETONSKA KONSTRUKCIJA
Plan opete

Specifikacija armature

Plan rezanja mreza

Plan armature
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URED OVLASTENOG INZENJERA GRADEVINARSTVA SAPONJA ZELJKO, Slatina
Gradevina: Pjesatki most Glavni projektant: | Zeljko Saponja d.i.g.
Investitor: Grad Slatina, Trg sv. Josipa 10, Projektant: Zeljko Saponja d.i.g.

Sltina Crtao: Zeliko Saponja d.i.g.
Mjesto gradnje: Brojpr. | Datum: |Mijerilo: List br.
Sadrzaj: Popretni presjek mosta A-A | 22/18-GP | 03.12.2018. 1:100 2.
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URED OVLASTENOG INZENJERA GRADEVINARSTVA SAPONJA ZELJKO, Slatina

Sadrzaj:

UzduZni presjek mosta B-B

Gradevina: PjeSatki most Glavni projektant: | Zeliko Saponja d.i.g.
Investitor: Grad Slatina, Trg sv. Josipa 10, Projektant: Zeliko Saponja d.i.g.
Slatina Crtao: Zeliko Saponja d.i.g.

Miesto aradnie:6: Mholjac, k&. dio 1372/1, : ————
) 9raciie o 1322, dio 289/19 k.. G. Miholj| Brojpr. | Datum: | Mijerilo: | List br.

22/18-GP

03.12.2018.| 1:100 3.




URED OVLASTENOG | NZENJERA GRADEVI NARSTVA SAPONJA ZELJKO

I nvestitor:
Gr adevi na:
Lokaci j a:

Grad Slatina, Trg sv.

Josipa 10, Slatina

| zgradnj a kol no- pj eSackog nosta preko potoka Cadavica

Gornji M holjac,
i dio k.c&. 289/19 k.o.

Gornji Mholjac

Dat um 04. 2019.

dio k.¢&. 1372/1, dio k.¢&. 1334, dio k.¢&. 1322

str.

Naziv projekta i strukovna odrednica: izvedbeni gradevinski projekt konstrukcije; T.D. 22/18-1P

Specifikacija armature

07N oblik i mjere GAJ | RAD I k d
(cm) (mm) | (mm) (cm) (kom) (m)
Temelj upornjaka (2 kom.)
1| ® & 14 400 64| 256.00
340
2| ® @ 14 295 96| 283.20
235
120
3 9 14 150 132 198.00
40
4 St S 10 200 50 100.00
40 40
Zid upornjaka (2 kom.)
1 300 14 300 32 96.00
2 300 14 300 38 114.00
3 300 10 300 24 72.00
80
4 8 10 210 92 193.20
80
5 10 130 42 54.60
6 10 365 42 153.30
30
7 5 10 80 24 19.20
30




URED OVLASTENOG | NZENJERA GRADEVI NARSTVA SAPONJA ZELJKO Dat um 04. 2019. str.

I nvestitor: Grad Slatina, Trg sv. Josipa 10, Slatina
G adevi na: | zgradnj a kol no- pj eSackog nosta preko potoka Cadavica
Lokaci j a: Gornji Mholjac, dio k.¢&. 1372/1, dio k.. 1334, dio k.&. 1322

i dio k.c&. 289/19 k.o. Gornji Mholjac
Naziv projekta i strukovna odrednica: izvedbeni gradevinski projekt konstrukcije; T.D. 22/18-1P

Specifikacija armature

07N oblik i mjere GAJ | RAD I k d
(cm) (mm) | (mm) (cm) (kom) (m)
Krila upornjaka (2 kom.)
90
1 Q 10 200 88 176.00
90
30
2 S 10 80 252 201.60
30
3 150 14 150 16 24.00
4 400 14 400 16 64.00
32 100
8
5 S 14 150 16 24.00
6 300 14 300 16 48.00
Plo¢a s gredama (1 kom.)
1 1200 22 1200 54 648.00
2 600 22 600 54 324.00
3 1200 14 1200 12 144.00
4 600 14 600 12 72.00
70
11
5 2 9 10 267 279 744.93
11
70
80
6 3 10 220 30 66.00
80




URED OVLASTENOG | NZENJERA GRADEVI NARSTVA SAPONJA ZELJKO

I nvestitor: Grad Slatina, Trg sv. Josipa 10, Slatina
G adevi na: | zgradnj a kol no- pj eSackog nosta preko potoka Cadavica
Lokaci j a: Gornji Mholjac, dio k.¢&. 1372/1, dio k.¢.1334, dio k.c¢.

i dio k.c&. 289/19 k.o. Gornji Mholjac

Naziv projekta i strukovna odrednica: izvedbeni gradevinski projekt konstrukcije;

Dat um 04. 2019.

str.

T.D. 22/18-1P

Rekapitulacija armature

(%) d kg/m' TezZina
(mm) (m) (kg)
B500

10 1780.83 0.649 1155.76

14 1323.2 1.252 1656.65
JE£14 2812.41

22 972 3.058 2972.38
@ >14 2972.38
Ukupno 5784.79




URED OVLASTENOG | NZENJERA GRADEVI NARSTVA SAPONJA ZELJKO

I nvestitor:
Gr adevi na:
Lokaci j a:

dio k.¢&. 1372/1, dio k.¢&. 1334, dio k.¢&. 1322
i dio k.c&. 289/19 k.o. Gornji Mholjac

Grad Slatina, Trg sv. Josipa 10, Slatina
| zgradnj a kol no- pj eSackog nosta preko potoka Cadavica
Gornji M holjac,

Dat um 04. 2019.

str.

Naziv projekta i strukovna odrednica: izvedbeni gradevinski projekt konstrukcije; T.D. 22/18-1P

Specifikacija mreza

Poziciia Oznaka B L k Tezina Ukupna tezina
: tipa (cm) (cm) (kom) | (kg/m2) (kg)

Zid upornjaka (2 kom.)

-1 Q-785 | 215.00 | 300.00 4| 12.42 320.44

Q-385 | 215.00 | 300.00 4 6.06 156.35

-1 Q-785 | 108.00 | 300.00 4| 12.42 160.96

Q-385 | 108.00 | 300.00 4 6.06 78.54

Ukupno 716.28
Krila upornjaka (2 kom.)

-1 Q-785 | 170.00 | 234.00 8| 1242 395.25

-2 Q-785 | 215.00 | 400.00 8| 1242 854.50

Ukupno 1249.75

Plo¢a s gredama (1 kom.)

-1 Q-385 | 144.00 | 600.00 6 6.06 314.15

I Q-385 | 215.00 | 600.00 3 6.06 234.52

-1 Q-385 | 108.00 | 600.00 3 6.06 117.81

Ukupno 666.48




URED OVLASTENOG | NZENJERA GRADEVI NARSTVA SAPONJA ZELJKO Dat um 04. 2019. str.

I nvestitor: Grad Slatina, Trg sv. Josipa 10, Slatina
G adevi na: | zgradnj a kol no- pj eSackog nosta preko potoka Cadavica
Lokaci j a: Gornji Mholjac, dio k.¢&. 1372/1, dio k.. 1334, dio k.&. 1322

i dio k.c&. 289/19 k.o. Gornji Mholjac
Naziv projekta i strukovna odrednica: izvedbeni gradevinski projekt konstrukcije; T.D. 22/18-1P

Rekapitulacija mreza

Oznaka B L k Tezina Ukupna tezina
tipa (cm) (cm) (kom) (kg/m2) (kg)
Q-785 | 215.00 | 600.00 15 12.42 2403.27
Q-385 | 215.00 | 600.00 14 6.06 1094.44
Ukupno 3497.71

Ukupno (Sipke ,+“ mreze)

Rekapitulacija Sipki  ,+“ Rekapitulacija mreza = Ukupno

5784.79 + 3497.71 = 9282.5 kg




URED OVLASTENOG | NZENJERA GRADEVI NARSTVA SAPONJA ZELJKO

Dat um 04. 2019.

I nvestitor: Grad Slatina, Trg sv. Josipa 10, Slatina

G adevi na: | zgradnj a kol no- pj eSackog nosta preko potoka Cadavica

Lokaci j a: Gornji Mholjac, dio k.¢&. 1372/1, dio k.. 1334, dio k.¢
i dio k.c&. 289/19 k.o. Gornji Mholjac

Naziv projekta i strukovna odrednica: izvedbeni gradevinsk

1322

proj ekt konstrukcij e;

str.

T.D. 22/18-1P

Plan rezanja mreza

Zid upornjaka (2 kom.)

Q-785 (215 x 600)
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Plan amature — Temelj upornjoka

Beton €30/37 € 0.2 $2-S3
Armatura B500B

nazivna debljina zastitnog sloja ¢ _nom = 4.5 cm

URED OVLASTENOG INZENJERA GRAPEVINARSTVA SAPONJA ZELJKO, Slatina

F Izgradnjo kolno—pjedatkog mosta preko . . . > 0 = . .
Gradevina potoka Cadavica Glavni projektant: | Zeljko Saponjad.i.g.
Investitor: Crad Slating, Trg sv. Josipa 10, Slatina| Projektant: Zeljko Saponjad.i.g.

Crtao: Zeljko Saponja d.i.g.

Miesto aradnie: (G- Miholjac, k. dio 1372/1, : o _
1esto arad® | 5o 1322, dio 289/19 k. G Miolj| Broj pr. | Datum: | Mjerilo: | List br.
Sadrzaj: Plan armature — Temelj upornjoka 29 /18-1p | 04.2019. 1:25 01.
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URED OVLASTENOG INZENJERA GRADEVlNAQ{STVA SAPONJA ZELJKO, Slatina
% Gradevina: kolna-pjefatkag mesta preko Glavni projektant: | Zeljko Saponjad.i.g.
Investitor: sv. Josipa 10, Slatina| Projektant: Zeljko Saponja d.i.g.
80 T T Crtao: Zeljko Saponja d.i.g.
@ 210 =210 (46> Mjesto gradnje: ‘(1‘(”“;“&5?;“(1[1 L 1 Minol| Broj pr. | Datum: | Mierilo: | List br.
| Sadrzaj: Plan armature - Zid upornjaka 22/18-1p | 04.2019. 1:25 02
I
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50
O URED OVLASTENOG INZENJERA GRABEVINARSTVA SAPONJA ZELJKO, Slatina
A0 Gradevina: L’t’jj]”f “jf]”‘:;“”g mosta preko Glavni projektant: | Zeljko Saponja d.i.g.
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TROSKOVNIK

Investitor: Grad Slatina, Trg sv. Josipa 10
Objekt: Izgradnja mosta Gornji Miholjac
Mjesto gradnje: Gornji Miholjac

Pripremni i zemljani radovi

Geodetski radovi - iskolCenje terena
m2

Iskop zemlje strojno i ruéno. U cijenu iskopa
uraCunata su sva potrebna razupiranja
gradevnih jama te odvodnja i crpljenje
slivnih oborinskih i podzemnih voda. U cijeni
je i kréenje Siblja i raslinja. Obracun u
sraslom stanju.
m3

Odvoz zemljanog materijala nastalog od
iskopa. U cijenu uracunati i eventualnu
naknadu za odlaganje otpada.

Obracun u rastresitom stanju. m3

Izrada posteljice strojnim grubim i finim
planiranjem te zbijanjem valjcima tako da
modul stisljivosti Ms >30MN/m2.

m2

Dobava i ugradnja geotekstila tip 300 g/m2
na cestovnom dijelu gradevine

m2

Dobava i ugradnja tamponskog sloja od
Sljunka ili drobljenog kamena ispod temelja
upornjaka, obloge pokosa, dna kanala i
kose ploce u sloju od 15-20 cm
m3

Izrada zelenih povrSina od humusnog
materijala u debljini d=20 cm
m2

300,00

310,00

310,00

287,00

76,00

12,00

60,00

15,00

70,00

55,00

8,00

25,00

190,00

40,00

4.500,00

21.700,00

17.050,00

2.296,00

1.900,00

2.280,00

2.400,00

Ukupno pripremni i zemljani radovi:

Konstrukcija mosta

Izrada sloja podloznog betona ispod
temeljne ploCe sandu€astog cijevnog
propusta debljine d=10 cm.

Beton C 20/25 m3

Dobava i ugradnja armiranih elastomernih
lezajeva AEL 200x300x52mm
kom

8,90

6,00

700,00

2.600,00

52.126,00

6.230,00

15.600,00



Izrada a.b. temelja upornjaka sanducastog
cijevnog propusta debljine d=60 cm.

a) beton C30/37 m3 28,00 800,00 22.400,00
b) oplata m2 123,00 71,00 8.733,00
Izrada a.b. zidova i krila upornjaka debljine
d=40 cm.
a) beton C30/37 m3 36,00 800,00 28.800,00
b) glatka oplata m2 212,00 86,00 18.232,00
Izrada a.b. ploe i greda sanducastog
cijevnog propusta prosje¢ne debljine d=50
cm.
a) beton C30/37 m3 44,00 800,00 35.200,00
b) glatka oplata m?2 296,00 86,00 25.456,00
Izrada horizontalne hidroizolacije preko
stropne ploce cijevnog propusta u sloju
hladni premaz + varena ljepenka debljine 4
mm.

m2 96,00 60,00 5.760,00
Ilzrada sloja zastitnog betona preko
hidroizolacije  stropne plo¢e cijevnog
propusta debljine d=10 cm.
Beton C 20/25 m3 7,00 730,00 5.110,00
Nabava, izrada i ugradnja armature B500 B
u konstruktivne elemente gradevine.
a) Rebrasta armatura kg 5.800,00 9,00 52.200,00
b) Mrezasta armatura kg 3.600,00 9,00 32.400,00
Izrada, montaza i demontaza drvene skele
za izradu armirano betonskih konstruktivnih
elemenata. Povrsina presjeka skele
100-500 cm2.

m2 160,00 17,00 2.720,00
Sanducgasti cijevni propust: 258.841,00
Kolnicka konstrukcija mosta i
Izrada nasipa od drobljenog kamenog
materijala veli¢ine zrna 0-63 mm mehanicki
zbijenog do Sz=100% i Ms=100MN/m2.
Obradun u zbitom stanju.

m3 220,00 60,00 13.200,00
Izrada asfaltnih povrsina u slojevima:
a.1. AC 32 base 50/70 d=6 cm m2 250,00 95,00 23.750,00
a.2. AC 11 surf 50/70 d=4 cm m2 250,00 85,00 21.250,00
a.3. ispunjavanje reSke asfaltnim kitom u
debljini od 2cm i visini 8 cm m 10,00 121,00 1.210,00



Vi

Uredenje bankine iza i ispred cijevnog
propusta sa iskopom i odvozom postojeceg
sloja bankine i ugradnjom kamena drobljnca
u Sirini od 100 cm sa svake strane u sloju
debljine 30 cm.

Izrada nasipa od drobljenog kamenog
materijala veli€ine zrna 0-63 mm mehanicki
zbijenog do Sz=100% i Ms=100MN/m2.
Obradun u zbitom stanju.

Dobava i ugradnja drenaznih cijevi promjera
100 mm u drenazni kanal. Cijevi obloZiti
drenaznim kamenom. Sve u cijeni.

m3

m3

15,00

220,00

30,00

195,00

60,00

60,00

2.925,00

13.200,00

1.800,00

Ukupno kolni¢ka konstrukcija:

Bravarski radovi

Nabava, izrada i ugradba ograde od celi¢nih
beSavnih cijevi. Duljina ograde je 2x8,20 m.
U cijeni je antikorozivni premaz i zavrsni
premaz na licu mjesta.

50,00

550,00

77.335,00

27.500,00

Bravarski radovi:

Obloga pokosa i dna korita uz cijevni propust

Strojni iskop zemlje C ktg. na dubini do 3 m
na dnu korita i profilu kanala:
a) zemlja iz iskopa nasipa se u istom profilu
kanala:

a.1. strojni iskop 80%

a.2. rucni iskop iskop 20%
b) zemlju iz iskopa staviti u stranu i
rasplanirati je buldozerom

Izrada obloge od lomljenog kamena u
betonu klase C 20/25 debljine 25 cm na
tamponskom sloju $ljunka debljine 15 cm.
Sve ukljuditi u cijenu.

m3
m3

m3

m2

48,00
12,00

40,00

250,00

22,00
84,00

32,00

195,00

27.500,00

1.056,00
1.008,00

1.280,00

48.750,00

Obloga pokosa i dna korita uz most

Elektroinstalacije i zastita od munje

Izvedba zastite postojecih komunalnih
instalacija koje se visinski nalaze u blizini
posteljice. U cijenu ukljuciti potrebne iskope
te ugradnju pijeska u iskope nakon Sto se
postave betonske polucijevi. Prije poCetka
radova konzultirati se sa ovlastenim
distributerom.

a) polaganje betonskih polucijevi za zastitu

52.094,00



postojec¢ih TK vodova m 30,00 98,00 2.940,00
b) polaganje betonskih polucijevi za zastitu
postojecih elektroenergetskih vodova m 30,00 98,00 2.940,00
c) polaganje betonskih polucijevi za zastitu
postojec¢e vodovdne instalacije m 30,00 98,00 2.940,00
Utvrdivanje polozaja EK infrastrukture
ru¢nim poprecnim iskopima
pausal 1,00 2.000,00 2.000,00
Isporuciti materijal i izgraditi sustav
uzemljenja u zemljanom rovu, komplet sa
iskopom i zatrpavanjem (rov 0,8*0,4 m), a
koji se sastoji iz:
a) traka FeZn 25*4 mm m 30,00
b) mjerni spoj s preklopom trake kom 1,00
¢) cijev pocin¢ana fi 88 mm, duzine 2,5m kom 1,00
d) ostali sitni i spojni materijal pausal
KOMPLET kom 6,00 2.000,00 12.000,00
Izvesti galvansko povezivanje metalnih
masa mosta trakom 25x4 mm i to varenjem,
na mjestima oznacenim na crtezu
kmpl 12,00 100,00 1.200,00
Mijerenje i ispitivanje te izdavanje ispitnih
protokola
paugal 1,00 3.000,00 3.000,00
Elektroinstalacije i zastita od munje 27.020,00
REKAPITULACIJA:
| Pripremni i zemljani radovi 52.126,00
Il Konstrukcija mosta 258.841,00
[l Kolni¢ka konstrukcija 77.335,00
IV Bravarski radovi 27.500,00
V Obloga pokosa i dna korita uz cijevni propust 52.094,00
VI Elektoinstalacije i zastite od munje 27.020,00
UKUPNO: 494.916,00
PDV 25% 123.729,00
SVEUKUPNO: 618.645,00
Slatina, travanj 2019.g. Izradio:

Z. Saponja d.i.g.



