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Projektni(prora unski) uporabni vijek gra evine: 100 god.

Gradivo

Razred izloženosti(uvjeti okoliša) ab konstrukcije: XC4, XF3, XA1.

Beton

Klasa betona: C 30/37  Cl 0.2  S2­S3
­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­
Najve a veli ina agregata: Dmax32
vrsto a na valjku      ... f_ck    = 30    MPa
vrsto a na kocki       ... f_c,cub = 37    MPa

srednja vla na  vrsto a ... f_ct,m  =  2.9  MPa
posmi na  vrsto a       ...  _Rd    =  0.34 MPa
po etni modul elasti nosti ... E_cm = 32000 MPa

Armatura

B500B   f_yk = 500 MPa,  Es = 200000 MPa

Zaštitni sloj armiranobetonskih elemenata
Razred izloženosti(uvjeti okoliša na betonsku konstrukciju) konstrukcije: XC4, XF3,
XA1
Mjerodavna debljina zaštitnih slojeva ab konstrukcije prema razredu izloženosti
  ­ najmanja debljina zaštitnog sloja   c_min = 4.0 cm
  ­ pove anje zaštitnog sloja            c    = 0.5 cm
  ­ nazivna debljina zaštitnog sloja    c_nom = 4.5 cm
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Konstrukcija kolno­pješa kog mosta

ab plo a s gredama ­ ab plo a h = 20 cm, ab grede b/h = 45 / 80 cm
ab vertikalne stijene(upornjaci) debljine bw = 60 cm
ab krila upornjaka               debljine bw = 30 cm
ab temeljne trake(plo e)   širina / debljina = 250 / 60 cm

Djelovanja na konstrukciju

1. Gravitacijska optere enja

Optere enje na plo u mosta

g(stalno)
 ­ v.t.
 ­ zastor          ... 25.0kN/m3 × 0.08m             =  2.00 kN/m2
 ­ izolacija       ...                               =  0.10 kN/m2
 ­ dodatak na odstupanje slojeva(izol. i zastor) 40% =  0.84 kN/m2
                                             g = v.t. + 2.94 kN/m2

q (korisno)
 ­ kontinuirano opt. = 5.00 kN/m2

q1(korisno ­ izvanredno vozilo na mostu)
 ­ dva osovinska optere enja od 40 i 80 kN s razmakom osovina 3.0 m,
razmakom kota a jedne osovine 1.3 m i kvadrati nim plohama kota a 20×20 cm

2. Seizmi ko optere enje

Razred važnosti gra evine ( I = 1.2)
Prora un težina masa za odre ivanje seizmi kih sila:
G +  E,i × Q
 = 1.0,   2,i = 0.6  ...   E,i =  2,i ×   = 0.6

Poredbeno vršno ubrzanje tla tipa A: agR = 0.14 × g
Mjerodavno horizontalno ubrzanje ag  = agR ×  I

Razred duktilnosti DC „M“
Faktor ponašanja:    q = 3.00
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Zidovi srednje duktilnosti „M“ razreda
Osiguranje mjesne duktilnost ab zidova
Najmanja debljina zida: bwo = max (150mm; hs/20)

rubna armatura zidova uzduž duljine lc = max(0.15×lw; 1.5×bw)
­ najmanja rubna uzdužna armatura Ac=lc×bw   min = 0.5%
­ rubnu uzdužnu armaturu obuhvatiti popre nom armaturom(vilice dbw > 8mm))
  na razmaku sw = min(25×dbh, 250mm)

armatura hrpta
Najmanja armatura u hrptu zida  h,min =  v,min = 0.002

bw  – debljina rubnog elementa
bwo – debljina hrpta
lw  – duljina zida

3. Horizontalni pritisak tla
  ( prora un upornjaka )
  Usvajamo pretpostavljene parametre temeljnog tla:
   specifi na težina tla            = 19.00 kN/m3
   kut unutrašnjeg trenja tla   _ef = 27.00°
   koehezija                   c_ef = 6.0 kPa
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ab plo a s gredama ­ ab plo a h = 20 cm, ab grede b/h = 45 / 80 cm

  g opt.

  q opt.
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  q1 opt.

Load cases
Name Description Action type LoadGroup Direction Duration Master load

case
Spec Load type

vt Permanent LG1 ­Z
Self weight

g Permanent LG1
Standard

q Variable LG3 Medium None
Standard Static

q1 Variable LG3 Medium None
Standard Static

 Load groups
Name Load Relation Type

LG1 Permanent
LG2 Variable Exclusive Cat C : Congregation
*LG3 Variable Exclusive Cat G : Vehicle >30kN

 Combinations
Name Description Type Load cases Coeff.

[­]
ULS EN­ULS (STR/GEO) Set B vt 1.00

g 1.00
q 1.00
q1 1.00

SLS EN­SLS Characteristic vt 1.00
g 1.00
q 1.00
q1 1.00

ULS1 Linear ­ ultimate vt 1.35
g 1.35

ULS2 Linear ­ ultimate vt 1.00
g 1.00

ULS3 Linear ­ ultimate vt 1.35
g 1.35
q 1.50

ULS4 Linear ­ ultimate vt 1.35
g 1.35
q1 1.50

ULS5 Linear ­ ultimate vt 1.00
g 1.00
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Name Description Type Load cases Coeff.
[­]

q 1.50
ULS6 Linear ­ ultimate vt 1.00

g 1.00
q1 1.50

SLS1 Linear ­ serviceability vt 1.00
g 1.00

SLS2 Linear ­ serviceability vt 1.00
g 1.00
q 1.00

SLS3 Linear ­ serviceability vt 1.00
g 1.00
q1 1.00

ab grede b/h = 45 / 80 cm

   ULS

   My (kNm)

   Vz (kN)
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   N (kN)

   SLS

   uz (mm) – elasti na deformacija

  uz_max = 29.1 mm  <  uz_dop = 16100 / 250 = 64.4 mm
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  Potrebna armatura – donja zona:  A_sz_req­  (mm2)

  Potrebna armatura – gornja zona:  A_sz_req+  (mm2)

Potrebna armatura – popre na armatura:  A_swm_req  (mm2/m)
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ab plo a h = 20 cm

   ULS

   m1­max (kNm/m)

   m2­max (kNm/m)

   n1­max (kN/m)
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   n2­min (kN/m)

  Potrebna armatura – donja zona smjer 1:  As1­ (mm2/m)

  Potrebna armatura – donja zona smjer 2:  As2­ (mm2/m)

  Potrebna armatura – gornja zona smjer 1:  As1+ (mm2/m)
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  Potrebna armatura – gornja zona smjer 2:  As2+ (mm2/m)

   SLS

   Ležajne reakcije Rx, Ry, Rz (kN)
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ab vertikalne stijene(upornjaci) debljine bw = 60 cm
ab krila upornjaka               debljine bw = 30 cm
ab temeljne trake(plo e)   širina / debljina = 250 / 60 cm
Kona ni sustav
Opt.: stalna, korisna i seizmi ka
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Ograda

elik( eli na konstrukcija)

Profili kvalitete  elika S235
Limovi  kvalitete  elika S235
Vijci klase 10.9, 5.6(anker vijci), Varovi kvalitete II

Antikorozivna zaštita
Razred korozivne izloženosti C4.
Trajnost sustava antikorozivne zaštite visoka.

Ograda ­ vertikalni i horizontalni nosa  CHS88.9/3.2,  elik S235(hladno oblikovani)

Opt.: vt
      q_h ... jednoliko horiz. na ogradu (rukohvat) = 1.00 kN/m
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   ULS

   rezne sile

    Mz (kNm)

    Vy (kN)
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Kontrola naprezanja i stabilnosti

    koeficijenti iskoristivosti (ULS)

Check of steel
Linear calculation, Extreme : Global
Selection : B9
Combinations : ULS

EN 1993­1­1 Code Check
National annex: Standard EN

Member B9 1.050 m CHS88.9/3.2 S 235 ULS/1 0.42 ­

Note: EN 1993­1­3 article 1.1(3) specifies that this part does not apply to cold formed CHS and RHS sections.
The default EN 1993­1­1 code check is executed instead of the EN 1993­1­3 code check.

 Partial safety factors
Gamma M0 for resistance of cross­sections 1.00
Gamma M1 for resistance to instability 1.00
Gamma M2 for resistance of net sections 1.25

 Material
Yield strength fy 235.0 MPa
Ultimate strength fu 360.0 MPa
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 Material
Fabrication Cold formed

...::SECTION CHECK::...

Classification for cross­section design
According to EN 1993­1­1 article 5.5.2
Classification for Tubular Sections
According to EN 1993­1­1 Table 5.2 Sheet 3

Maximum width­to­thickness ratio 27.78
Class 1 Limit 50.00
Class 2 Limit 70.00
Class 3 Limit 90.00

=> Section classified as Class 1 for cross­section design

The critical check is on position  0.000    m

 Internal forces Calculated Unit
N,Ed ­0.48 kN
Vy,Ed 2.15 kN
Vz,Ed 0.00 kN
T,Ed 0.00 kNm
My,Ed 0.00 kNm
Mz,Ed ­2.25 kNm

Compression check
According to EN 1993­1­1 article 6.2.4 and formula (6.9)

A 8.6200e­04 m2

Nc,Rd 202.57 kN
Unity check 0.00 ­

Bending moment check for Mz
According to EN 1993­1­1 article 6.2.5 and formula (6.12),(6.13)

Wpl,z 2.3143e­05 m3

Mpl,z,Rd 5.44 kNm
Unity check 0.41 ­

Shear check for Vy
According to EN 1993­1­1 article 6.2.6 and formula (6.17)

Eta 1.20
Av 5.4877e­04 m2

Vpl,y,Rd 74.46 kN
Unity check 0.03 ­

Combined bending, axial force and shear force check
According to EN 1993­1­1 article 6.2.9.1 and formula (6.31)

M,resultant 2.25 kNm
V,resultant 2.15 kN
MN,Rd 5.44 kNm
Unity check 0.41 ­

Note: The resultant internal forces are used for CHS sections.
Note: Since the shear forces are less than half the plastic shear resistances their effect on the moment
resistances is neglected.
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The member satisfies the section check.

...::STABILITY CHECK::...
Classification for member buckling design
Decisive position for stability classification: 0.000 m
Classification for Tubular Sections
According to EN 1993­1­1 Table 5.2 Sheet 3

Maximum width­to­thickness ratio 27.78
Class 1 Limit 50.00
Class 2 Limit 70.00
Class 3 Limit 90.00

=> Section classified as Class 1 for member buckling design

Flexural Buckling check
According to EN 1993­1­1 article 6.3.1.1 and formula (6.46)

 Buckling parameters yy zz
Sway type sway non­sway
System length L 0.350 1.050 m
Buckling factor k 1.46 0.70
Buckling length Lcr 0.513 0.735 m
Critical Euler load Ncr 6248.98 3038.57 kN
Slenderness Lambda 16.91 24.25
Relative slenderness Lambda,rel 0.18 0.26
Limit slenderness Lambda,rel,0 0.20 0.20

Note: The slenderness or compression force is such that Flexural Buckling effects may be ignored
according to EN 1993­1­1 article 6.3.1.2(4).

Torsional(­Flexural) Buckling check
According to EN 1993­1­1 article 6.3.1.1 and formula (6.46)
Note: The cross­section concerns a CHS section which is not susceptible to Torsional(­Flexural) Buckling.

Bending and axial compression check
According to EN 1993­1­1 article 6.3.3 and formula (6.61),(6.62)

 Bending and axial compression check parameters
Interaction method alternative method 1
Cross­section area A 8.6200e­04 m2

Cross­section plastic modulus Wpl,z 2.3143e­05 m3

Design compression force N,Ed 0.48 kN
Design bending moment (maximum) My,Ed 0.00 kNm
Design bending moment (maximum) Mz,Ed ­2.25 kNm
Characteristic compression resistance N,Rk 202.57 kN
Characteristic moment resistance Mz,Rk 5.44 kNm
Reduction factor Chi,y 1.00
Reduction factor Chi,z 1.00
Reduction factor Chi,LT 1.00
Interaction factor k,yz 0.60
Interaction factor k,zz 1.00

Maximum moment My,Ed is derived from beam B9 position 0.000 m.
Maximum moment Mz,Ed is derived from beam B9 position 0.000 m.

 Interaction method 1 parameters
Critical Euler load N,cr,y 6248.98 kN
Critical Euler load N,cr,z 3038.57 kN
Elastic critical load N,cr,T 69447.26 kN
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 Interaction method 1 parameters
Cross­section plastic modulus Wpl,y 2.3143e­05 m3

Cross­section elastic modulus Wel,y 1.7800e­05 m3

Cross­section plastic modulus Wpl,z 2.3143e­05 m3

Cross­section elastic modulus Wel,z 1.7800e­05 m3

Second moment of area Iy 7.9200e­07 m4

Second moment of area Iz 7.9200e­07 m4

Torsional constant It 1.5800e­06 m4

Method for equivalent moment factor C,mz,0 Table A.2 Line 2 (General)
Design bending moment (maximum) Mz,Ed ­2.25 kNm
Maximum relative deflection delta,y 0.9 mm
Equivalent moment factor C,mz,0 1.00
Factor mu,y 1.00
Factor mu,z 1.00
Factor a,LT 0.00
Critical moment for uniform bending Mcr,0 435.90 kNm
Relative slenderness Lambda,rel,0 0.11
Equivalent moment factor C,mz 1.00
Factor c,LT 0.00
Factor e,LT 0.00
Factor w,y 1.30
Factor w,z 1.30
Factor n,pl 0.00
Maximum relative slenderness Lambda,rel,max 0.26
Factor C,yz 1.00
Factor C,zz 1.00

Unity check (6.61) = 0.00 + 0.00 + 0.25 = 0.25 ­
Unity check (6.62) = 0.00 + 0.00 + 0.41 = 0.42 ­

The member satisfies the stability check.

   SLS

   Elasti na deformacija nosa a (mm)

          uy (mm)

uy_dop = 2288/500 = 4.5 mm  >  uy_max = 3.4 mm
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 Specifikacija armature

 ozn oblik i mjere
(cm)

 GAØ
 (mm)

 RAØ
 (mm)

l
  (cm)

  k
  (kom)

d
  (m)

Temelj upornjaka (2 kom.)

  1 30

340

30   14 400 64   256.00

  2 30

235
30   14 295 96   283.20

  3 30

120

  14 150 132   198.00

  4

40

40

40

40

40

  10 200 50   100.00

Zid upornjaka (2 kom.)

  1 300   14 300 32 96.00

  2 300   14 300 38   114.00

  3 300   10 300 24 72.00

  4

80

50

80

  10 210 92   193.20

  5
80

50   10 130 42 54.60

  6

64

48

80

105

15

105

48

36

60

  10 365 42   153.30

  7

30

20

30

  10 80 24 19.20
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 Specifikacija armature

 ozn oblik i mjere
(cm)

 GAØ
 (mm)

 RAØ
 (mm)

l
  (cm)

  k
  (kom)

d
  (m)

Krila upornjaka (2 kom.)

  1

90

20

90

  10 200 88   176.00

  2

30

20

30

  10 80 252   201.60

  3 150   14 150 16 24.00

  4 400   14 400 16 64.00

  5
32

38
50

100

  14 150 16 24.00

  6 300   14 300 16 48.00

Plo a s gredama (1 kom.)

  1 1200   22 1200 54   648.00

  2 600   22 600 54   324.00

  3 1200   14 1200 12   144.00

  4 600   14 600 12 72.00

  5
11

11

70

35

70

35   10 267 279   744.93

  6

80

60

80

  10 220 30 66.00
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 Rekapitulacija armature
  Ø
  (mm)

d
(m) kg/m' Težina

(kg)

B500

  10 1780.83 0.649 1155.76

  14 1323.2 1.252 1656.65

  Ø ≤ 14 2812.41

  22 972 3.058 2972.38

  Ø > 14 2972.38

  Ukupno 5784.79
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 Specifikacija mreža

Pozicija  Oznaka
  tipa

  B
  (cm)

  L
  (cm)

  k
  (kom)

  Težina
 (kg/m2)

Ukupna težina
(kg)

Zid upornjaka (2 kom.)

I ­ 1   Q­785    215.00   300.00 4   12.42 320.44

  Q­385    215.00   300.00 4   6.06 156.35

II ­ 1   Q­785    108.00   300.00 4   12.42 160.96

  Q­385    108.00   300.00 4   6.06 78.54

  Ukupno 716.28

Krila upornjaka (2 kom.)

I ­ 1   Q­785    170.00   234.00 8   12.42 395.25

I ­ 2   Q­785    215.00   400.00 8   12.42 854.50

  Ukupno 1249.75

Plo a s gredama (1 kom.)

I ­ 1   Q­385    144.00   600.00 6   6.06 314.15

II   Q­385    215.00   600.00 3   6.06 234.52

III ­ 1   Q­385    108.00   600.00 3   6.06 117.81

  Ukupno 666.48
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 Rekapitulacija mreža
 Oznaka
  tipa

  B
  (cm)

  L
  (cm)

k
  (kom)

  Težina
  (kg/m2)

Ukupna težina
(kg)

  Q­785    215.00   600.00 15 12.42 2403.27

  Q­385    215.00   600.00 14 6.06 1094.44

  Ukupno 3497.71

Ukupno (šipke „+“ mreže)

Rekapitulacija šipki     „+“     Rekapitulacija mreža    =    Ukupno

        5784.79                +               3497.71                =   9282.5 kg
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 Plan rezanja mreža

Zid upornjaka (2 kom.)

Q­785 (215 x 600)

2x

I­1
I­1

 215 x 300

I­1 I­1
 215 x 300 1x

II­1 II­1 108 x 300

II­1

II­1 108 x 300
II­1

II­1 108 x 300

II­1 II­1 108 x 300

Q­385 (215 x 600)

2x

I­1
I­1

 215 x 300

I­1 I­1
 215 x 300 1x

II­1 II­1 108 x 300

II­1

II­1 108 x 300
II­1

II­1 108 x 300

II­1 II­1 108 x 300

Krila upornjaka (2 kom.)

Q­785 (215 x 600)
8x

I­2 I­2 215 x 400 4x

I­1 I­1
 170 x 234

I­1
I­1

 170 x 234

Plo a s gredama (1 kom.)

Q­385 (215 x 600)
6x

I­1
I­1 144 x 600

1x
III­1

III­1 108 x 600

III­1
III­1 108 x 600

1x
III­1

III­1 108 x 600
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Investitor: Grad Slatina, Trg sv. Josipa 10
 Objekt: Izgradnja mosta Gornji Miholjac
 Mjesto gradnje: Gornji Miholjac

I Pripremni i zemljani radovi

1. Geodetski radovi - iskolčenje terena

m2          300,00             15,00              4.500,00    

2. Iskop zemlje strojno i ručno. U cijenu iskopa 
uračunata su sva potrebna razupiranja  
građevnih jama te odvodnja i crpljenje 
slivnih oborinskih i podzemnih voda. U cijeni 
je i krčenje šiblja i raslinja. Obračun u 
sraslom stanju.

m3          310,00             70,00            21.700,00    

3. Odvoz zemljanog materijala nastalog od 
iskopa. U cijenu uračunati i eventualnu 
naknadu za odlaganje otpada. 

Obračun u rastresitom stanju. m3          310,00             55,00            17.050,00    

4. Izrada posteljice strojnim grubim i finim 
planiranjem te zbijanjem valjcima tako da 
modul stišljivosti Ms≥30MN/m2.

m2          287,00               8,00              2.296,00    

5. Dobava i ugradnja geotekstila tip 300 g/m2 
na cestovnom dijelu građevine

m2            76,00             25,00              1.900,00    

6. Dobava i ugradnja tamponskog sloja od 
šljunka ili drobljenog kamena ispod temelja 
upornjaka, obloge pokosa, dna kanala i 
kose ploče u sloju od 15-20 cm

m3            12,00           190,00              2.280,00    

7. Izrada zelenih površina od humusnog 
materijala u debljini d=20 cm

m2            60,00             40,00              2.400,00    

Ukupno pripremni i zemljani radovi: 52.126,00       

II Konstrukcija mosta

1. Izrada sloja podložnog betona ispod
temeljne ploče sandučastog cijevnog
propusta debljine d=10 cm.

Beton C 20/25 m3              8,90           700,00              6.230,00    

2. Dobava i ugradnja armiranih elastomernih
ležajeva AEL 200x300x52mm

kom              6,00        2.600,00            15.600,00    

                            TROŠKOVNIK



3. Izrada a.b. temelja upornjaka sandučastog
cijevnog propusta debljine d=60 cm.

a) beton C30/37 m3            28,00           800,00            22.400,00    
b) oplata m2          123,00             71,00              8.733,00    

4. Izrada a.b. zidova i krila upornjaka debljine
d=40 cm.
a) beton C30/37 m3            36,00           800,00            28.800,00    
b) glatka oplata m2          212,00             86,00            18.232,00    

5. Izrada a.b. ploče i greda sandučastog
cijevnog propusta prosječne debljine d=50
cm.
a) beton C30/37 m3            44,00           800,00            35.200,00    
b) glatka oplata m2          296,00             86,00            25.456,00    

6. Izrada horizontalne hidroizolacije preko 
stropne ploče cijevnog propusta u sloju 
hladni premaz + varena ljepenka debljine 4 
mm.

m2            96,00             60,00              5.760,00    

7. Izrada sloja zaštitnog betona preko
hidroizolacije stropne ploče cijevnog
propusta debljine d=10 cm.
Beton C 20/25 m3              7,00           730,00              5.110,00    

8. Nabava, izrada i ugradnja armature B500 B
u konstruktivne elemente građevine.
a) Rebrasta armatura kg 5.800,00    9,00          52.200,00       
b) Mrežasta armatura kg 3.600,00    9,00          32.400,00       

9. Izrada, montaža i demontaža drvene skele 
za izradu armirano betonskih konstruktivnih 
elemenata. Površina presjeka skele 
100-500 cm2.

m2          160,00             17,00              2.720,00    
Sandučasti cijevni propust: 258.841,00     

III Kolnička konstrukcija mosta i

1. Izrada nasipa od drobljenog kamenog 
materijala veličine zrna 0-63 mm mehanički 
zbijenog do Sz=100% i Ms=100MN/m2. 
Obračun u zbitom stanju.

m3          220,00             60,00            13.200,00    

2. Izrada asfaltnih površina u slojevima:
a.1.  AC 32 base 50/70 d= 6 cm m2 250,00       95,00        23.750,00       
a.2.  AC 11 surf  50/70 d= 4 cm m2 250,00       85,00        21.250,00       
a.3. ispunjavanje reške asfaltnim kitom u 
debljini od 2cm i visini 8 cm m 10,00         121,00      1.210,00         



3. Uređenje bankine iza i ispred cijevnog 
propusta sa iskopom i odvozom postojećeg 
sloja bankine i ugradnjom kamena drobljnca 
u širini od 100 cm sa svake strane u sloju 
debljine 30 cm.

m3            15,00           195,00              2.925,00    

4. Izrada nasipa od drobljenog kamenog 
materijala veličine zrna 0-63 mm mehanički 
zbijenog do Sz=100% i Ms=100MN/m2. 
Obračun u zbitom stanju.

m3          220,00             60,00            13.200,00    

5. Dobava i ugradnja drenažnih cijevi promjera 
100 mm u drenažni kanal. Cijevi obložiti 
drenažnim kamenom. Sve u cijeni.

m            30,00             60,00              1.800,00    
Ukupno kolnička konstrukcija:         77.335,00    

IV Bravarski radovi

1. Nabava, izrada i ugradba ograde od čeličnih 
bešavnih cijevi. Duljina ograde je 2x8,20 m. 
U cijeni je antikorozivni premaz i završni 
premaz na licu mjesta.

m            50,00           550,00            27.500,00    
Bravarski radovi: 27.500,00       

V Obloga pokosa i dna korita uz cijevni propust

1. Strojni iskop zemlje C ktg. na dubini do 3 m 
na dnu korita i profilu kanala:
a) zemlja iz iskopa nasipa se u istom profilu 
kanala:
     a.1. strojni iskop 80% m3            48,00             22,00              1.056,00    
     a.2. ručni iskop iskop 20% m3            12,00             84,00              1.008,00    
b) zemlju iz iskopa staviti u stranu i 
rasplanirati je buldozerom m3            40,00             32,00              1.280,00    

2. Izrada obloge od lomljenog kamena u 
betonu klase C 20/25 debljine 25 cm na 
tamponskom sloju šljunka debljine 15 cm. 
Sve uključiti u cijenu.

m2          250,00           195,00            48.750,00    

Obloga pokosa i dna korita uz most 52.094,00       

VI Elektroinstalacije i zaštita od munje

1. Izvedba zaštite postojećih komunalnih 
instalacija koje se visinski nalaze u blizini 
posteljice. U cijenu uključiti potrebne iskope 
te ugradnju pijeska u iskope nakon što se 
postave betonske polucijevi. Prije početka 
radova konzultirati se sa ovlaštenim 
distributerom. 
a) polaganje betonskih polucijevi za zaštitu



    postojećih TK vodova m            30,00             98,00              2.940,00    

b) polaganje betonskih polucijevi za zaštitu
    postojećih elektroenergetskih vodova m            30,00             98,00              2.940,00    
c) polaganje betonskih polucijevi za zaštitu
    postojeće vodovdne instalacije m            30,00             98,00              2.940,00    

2. Utvrđivanje položaja EK infrastrukture 
ručnim poprečnim iskopima

paušal              1,00        2.000,00              2.000,00    

3. Isporučiti materijal i izgraditi sustav 
uzemljenja u zemljanom rovu, komplet sa 
iskopom i zatrpavanjem (rov 0,8*0,4 m), a 
koji se sastoji iz:

a) traka FeZn 25*4 mm m            30,00    

b) mjerni spoj s preklopom trake kom 1,00           
c) cijev pocinčana fi 88 mm, dužine 2,5m kom 1,00           
d) ostali sitni i spojni materijal paušal
                                        KOMPLET kom              6,00        2.000,00            12.000,00    

4.

Izvesti galvansko povezivanje metalnih 
masa mosta trakom 25x4 mm i to varenjem, 
na mjestima označenim na crtežu

kmpl            12,00           100,00              1.200,00    

5. Mjerenje i ispitivanje te izdavanje ispitnih 
protokola

paušal              1,00        3.000,00              3.000,00    

Elektroinstalacije i zaštita od munje 27.020,00       

REKAPITULACIJA:

I Pripremni i zemljani radovi 52.126,00     
II Konstrukcija mosta 258.841,00   
III Kolnička konstrukcija 77.335,00     
IV Bravarski radovi 27.500,00     
V Obloga pokosa i dna korita uz cijevni propust 52.094,00     

VI Elektoinstalacije i zaštite od munje 27.020,00     

UKUPNO: 494.916,00     

PDV 25% 123.729,00     
SVEUKUPNO: 618.645,00     

Slatina, travanj 2019.g. Izradio:

Ž. Šaponja d.i.g.


